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INTRODUCTION: 
 

Synexon ™is a thermoplastic, low molecular weight, 
slightly yellow aliphatic resin obtained from petroleum-
derived monomers. It is characterized by low molecular 
weight, narrow molecular weight distribution, low wax 
cloud point, and good compatibility with APP, APAO, 
Natural Rubber, SIS, and other polymers. This grade is 
mainly used in rubber-based pressure sensitive 
adhesives 

 
MANUFACTURE: 
 

Manufactured through a controlled polymerization of 
aliphatic C5 hydrocarbons, which are derived from 
petroleum feedstocks. The process is designed to yield 
a resin with narrow molecular weight distribution, 
excellent color stability, and strong adhesive properties. 
 

KEY CHARECTERS: 

 
 
 
 
 

APPLICATIONS: 
 
Synexon™ is typically used as a tackifier resin in: 

 
 Hot melt adhesives (HMA) 

 Pressure-sensitive adhesives (PSA) 

 EVA, SIS, SBS-based adhesive systems 

 Packing & Labeling 

 Bitumen modification 

 Rubber compounding 

 Roofing, roadmaking, and wire & cable 

coatings 

 Sealants 

 Hygiene products and specialty tapeExcellent compatibility with a wide range 
of polymers  

Good thermal stability 

Low molecular weight and narrow 
molecular weight distribution 

Low Wax Cloud Point 

Water resistance 

Low volatility and low odor 

 

 

Synexon™ C5 Hydrocarbon Resins  
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SPECIFICATIONS: 

Properties Test Unit Specification Range 

Color (50% resin solid in Toluene) ASTM D 

1544 

Ga # Max 4.0 

Softening Point (Ring & Ball) ASTM E 28 °C 91.0–97.0 

Melt Viscosity (175°C) ASTM D 

3236 

mPa.s Max 400 

Insolubles ETM E-99 wt% Max 0.05 

 

 

 

 

 

 

STORAGE: 

Store in a cool, dry, and well-ventilated area at temperature < 35℃. Avoid exposure to direct sunlight, heat, 

sparks and storage for prolonged period. Use proper grounding.   

 

 PACKING: 

• 25 kgs net in paper-plastic composite bags · 

• 625 kgs / 1000 kgs in bulk bags 

 

ICS offers Synexon™ C5 Hydrocarbon Resin in commercial quantities and welcomes your enquiries. No matter the 
quantity you need, our exceptional quality & services will make ICS your supplier of choice. For additional information or 
Safety Data Sheet (SDS), please contact us at- info@itsusainc.com or Phone# 713-337-0152. 
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